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IMPORTANT: PRIOR TO INSTALLATION 

1 

 
Installation must be carried out according to local regulations by 
qualified trade persons.  Isolating switch (es), shut-off valves etc must 
be within easy reach of the machine for future service and 
maintenance requirements. If in doubt call ESWOOD AUSTRALIA or 
their representative for further information. No responsibility will be 
accepted for defects or damages by improper installation, for changes 
to the product not authorised by ESWOOD AUSTRALIA, or for 
operation outside the technical specifications. 
 
ESWOOD AUSTRALIA warrants their products to be free from defects 
in material and workmanship under "normal use and service". This 
does not include normal wear and tear of parts. ESWOOD 
AUSTRALIA will repair or replace any parts, which in ESWOOD 
AUSTRALIA's sole judgement are defective in material or 
workmanship, in accordance with the warranty offered. 
 
This undertaking covers the provision of labour and parts for 12 
months from the date of delivery to the purchaser.  This undertaking 
applies only to state capitals.  Remote areas are not covered by this 
commitment and special enquires should be made. (Note: Travel time 
not covered by warranty) 
 
In no event will ESWOOD AUSTRALIA be liable for loss of facilities or 
other property and such things as, but not limited to, additional labour 
costs, loss of revenue or anticipated profits, and other damages of any 
kind whether direct, indirect, incidental or consequential. 
 
Labour under warranty is supplied free of charge during normal 
working hours, Monday to Friday.  Should warranty work be requested 
outside or our normal working hours a labour charge will be applied 
equivalent to a normal hour rate without out of hour’s penalty rates. 
(Refer to last page of this manual for your closest branch for Warranty 
repair services) 
 

Note: It is the responsibility of the owner to ensure the water feed to 
Eswood Dish and Glass washers is of a quality that will not form 
excessive build up of calcium and other dissolved minerals on the 
heating elements.  Premature failure of heating elements that exhibit 
this cause of failure will not be covered under warranty. 
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GENERAL DESCRIPTION 
2 

 
Performance to Match Your Needs: With a capacity to wash 400 
small plates or 1200 glasses per hour, the B42P professional 
dishwasher is the perfect choice for your bar, cafe or coffee lounge. 
For the hustle and bustle of a cocktail or lounge bar, the B42G 
provides the additional efficiency and practicality of a selectable cold 
rinse cycle. This can be used as a pre-rinse for those hard-to-move 
milk or juice based beverages, or to cool down glasses for a faster 
turn-around. 
 
Suits All Popular Wash Rack Sizes: The large wash chamber has 
been designed to accept all popular wash rack sizes including 400 x 
400mm and 435 x 435mm, as well as 430 x 360mm wire glass racks. 
A generous 240mm clear chamber height easily caters for tall stem 
glassware, jugs and plates. An impact resistant 400 x 400mm 
moulded polypropylene rack is supplied as standard. Optional 
polypropylene racks with individual glass compartments are available 
where required. 
 
Fully Automatic Operation: Simply select the desired wash cycle 
time and push the start button. Your Eswood washer will do the rest, 
from wash to final rinse, with automatic detergent injection. The 
B42G has an additional cold rinse cycle that may be selected before 
or after a normal wash. Safety is assured thanks to a switch on the 
door that prevents the machine from operating with the door open. 
 
Convenient Design: The door is designed to provide a safe, 
convenient and comfortable height for loading and unloading with 
minimal bending. 
 
The B42 has an attractive and easy to clean satin finish stainless 
steel cabinet. The strainer pan prevents blockages from stray waste, 
and the wash arms, strainer pan and overflow tube are easily 
accessible from the front of the machine and are all removable 
without tools. 
 
Powerful Recirculating Wash System: Eswood’s powerful wash 
system combines multiple jets on a rotating lower wash arm, plus 
fixed overhead jets on the B42P, to produce a fast yet spotless wash 
every time.  
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The hygienic 82OC fresh water final rinse is effectively directed from 
jets on rotating arms located above and below the wash rack. 
 
Hot Water Booster Heaters: Automatic water temperature 
monitoring and powerful booster heaters ensure that correct water 
temperature is maintained for hygiene and optimum cycle times 
during continuous use. Both models can operate continuously when 
connected to a suitable hot water supply. 
 
Easy Low Cost Installation: Simply connect the inlet hose to a hot 
water tap, plug the cord into a 15 Amp power point, and plumb the 
fast flow gravity drain to a nearby sink waste pipe. 
 
Quality, Reliability and Performance: Eswood has a reputation for 
product reliability that is second to none. The finest of stainless steel 
and durable synthetic materials are used, and all Eswood products 
are fully guaranteed and backed by a national support network. 
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TECHNICAL SPECIFICATIONS 

3 

 
 
Machine Specifications 
 
Net Weight    50kg 
Hourly Capacity   1200 glasses/items per hour 
Wash Cycle Time  Variable, from 1 to 21/2 minutes 
Dwell/Rinse Cycles  4 seconds/16 seconds 
B42G Cold Rinse  8 seconds 
Standard Equipment  B42G: 400 x 400mm Glass Rack (1) 
     B42P: 400 x 400mm Glass/Cup Rack  
     with Plate Insert (1) 
     Cutlery Container (1) 
      
Wash Pump, Tank and Element 
 
Wash Pump   280 Watts 
Wash Tank Capacity  12 Litres 
Wash Tank Heater  250 Watts 
Wash temperature  60OC to 65OC 
 
Rinse Tank and Element 
 
Rinse Tank Capacity  8 Litres 
Rinse Tank Heater  2400 Watts 
Rinse Temperature  82OC 
Water Consumption  21/2 Litres per cycle 
Cold Rinse Consumption 11/2 Litres per cycle (B42G only)  
 
Electrical and Water Consumption 
 
Electrical Input   240V, 50Hz, 1 phase, 14 Amps max 
Hot Water Input   65OC @ 200 kPa to 400 kPa 
     Hose with 3/4” B.S.P. fitting  
Cold Water Input   200 kPa to 400 kPa 
     Hose with 3/4” B.S.P. fitting 
Drain Outlet   11/2” B.S.P. gravity fed 
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INSTALLATION 

4 

 
 
1. Remove the lower panel, position the machine and level by 

screwing the adjustable feet. 
 
2. Fit line strainers to the water supplies. 
 
3. Connect the 11/2” B.S.P. gravity drain under the machine via an 

11/2” trap to the drain outlet. 
 
4. Connect the hot water supply hose to a 3/4” B.S.P. isolating valve 

adjacent to the machine. The hot water input supply should be at 
65OC and 200 to 400 kPa. A pressure reducing valve should be 
fitted for pressure above 400 kPa. 

 
5. For the B42G, connect the cold water inlet to a 3/4” B.S.P. 

isolating valve adjacent to the machine. The cold water supply 
should be between 200 to 400kPa. A pressure reducing valve 
must be fitted for pressures above 400kPa. 

 
 Do not make water or plumbing connections that will 

prevent the machine from being removed from position, for 
the purpose of servicing. 

 
 Note that all plumbing work is to be done in accordance with 

local plumbing codes. 
 
6. Ensure that the rotary switch is “OFF” and connect the three pin 

plug lead to a 15 Amp, 240V, 50Hz, 1 phase power outlet.  
 

Note that any electrical work is to be done in accordance with the 
rating plate on the lower panel. 
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INITIAL START-UP PROCEDURE 
5 

 
1. With the rotary switch “OFF” turn the water and power on. 
 
2. Open the door, remove the overflow tube and pump intake filter 

and close the door. 
 
3.  The machine is fitted with an automatic detergent injector. Place 

the free end of the 10mm clear plastic tube, located under the 
machine, into a 4 Litre or other suitable container of detergent. 
The unit will prime itself after 6 to 8 cycles. 

 
 The injector must not run without detergent. Do not use wrong 

products as they will void the warranty, and use product in 
accordance with manufacturers’ recommendations. 

 
4. Turn the rotary switch to “FILL” and turn the bezel on the 

“START” button to 1 O’clock. Press “START” and the rinse 
cylinder will begin to fill with water. The cycle light illuminates till 
the cycle is complete. When the rinse cylinder is full, the water 
will flow out of the rinse jets and down the drain. 

 
 This ensures that all air is expelled from the rinse cylinder and 

that the heating elements are safely covered with water. Failure 
to observe the above will cause damage to the elements and 
is not covered under warranty. 

 
5. With the rinse cylinder full, set the thermostat by turning the 

temperature dial so that the arrow points to the small hole on the 
bracket above the dial. This sets the temperature to around 82OC 
to 85OC. 

 
 Note that the machine is shipped with no water in the rinse 

cylinder and with the thermostat set to 0OC. 
 
6. Open the door and insert the overflow tube and pump intake 

filter. Close the door. 
 
7. With the rotary switch in the “FILL” position, press “START” 

button and wash tank will fill with water. 
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8. Turn the rotary switch to “CYCLE” and depress the “START” 
button. The machine will not start until the water in the rinse 
cylinder has reached 82OC, as indicated by the temperature 
gauge. At this temperature or above, the machine will start and 
stop automatically.  

 
9. On the B42G, press the cold rinse button. 
 
10. Check for leaks and refit the lower panel. 
 
11. Turn the rotary switch “OFF”, open the door and remove the 

overflow tube to drain the machine. Do not remove the pump 
intake filter until the machine has finished draining. 
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WASHING OPERATION 

6 

 
1. Check the level of detergent and fill when necessary. Also check 

that the pump intake filter is clean and that the filter and overflow 
tube are in position. 

 
2. Close the door, turn the switch to “FILL” and press the “START” 

button. The cycle light illuminates while the machine is filling. 
 
3. When the machine has finished filling, open the door and check 

that the water is up to the overflow level. Repeat step 2 if the 
overflow level has not been reached. 

 
4. Turn the switch to “CYCLE” to activate the wash heater element. 
 
5. To adjust the cycle time, position the black line on the bezel, 

which is located around the start button, according to the degree 
of soiling on the dishware. For heavy soiling use a long cycle 
(bezel fully clockwise) and for light soiling use a short cycle. 

 
6. Scrape off any loose food matter and place the dirty items in an 

appropriate rack. Open the door, slide the rack into the machine, 
close the door and press the “START” button. The cycle light 
illuminates during the cycle. 

 
 The B42G is fitted with an optional cold water rinse. To operate, 

press the “COLD” button and it will illuminate till the rinse is 
complete. 

 
 Note that the cycle will not begin until the water in the booster 

has reached 82OC. Also, the “START” button should not be re-
pressed until the wash cycle is complete. 

 
 When loading racks, face the plates towards the door and load 

the small items at the front and the large items at the back. 
 
 To avoid breakages when washing stem-ware, use a 

compartmented glass rack. Your supplier can advise you on 
selection of an appropriate rack. 

 
7. When the washing is finished, open the door and remove the 

clean rack. To wash another rack repeat from step 5. 
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SHUTDOWN AND MAINTENANCE 

7 

 
1. Turn the rotary switch "OFF". 
 
2. Remove the overflow tube and drain the wash tank. 
 
3. To flush out food scraps from the inside of the machine, close the 

door, turn the rotary switch to “FILL” and press the “START” 
button. At the end of the cycle turn the switch “OFF”. 

 
4. Remove the pump intake filter and clean it under a tap only 

when the wash water has been drained from the machine. 
Then replace the filter and overflow tube.  

 
5. Check that the rinse and wash arms and jets are free of foreign 

matter. If necessary, remove the arms and jets and clean them. 
 
6. Clean the exterior of the machine with a damp sponge. Do not 

pass water over the electrical controls and avoid abrasive or 
strong detergents. 

 
7. Check for leaks and ensure that the arms rotate freely. 
 
8. Leave the door open to allow the machine to air. 
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TROUBLE SHOOTING 

8 

 
 

Problem     Possible cause and remedy 
 
 
When machine is    (a) Check that main isolating switch is 
turned on, red power   turned on and fuses are okay. 
light does not          
illuminate     (b) Power light may be burnt out. If so, 

replace it (this will not stop machine from 
operating though). 

  
 
Machine will not start   (a) Ensure that the rinse temperature has 

reached 82OC. 
 
      (b)  Check operation of the door switch. 
  
 
Machine not filling     (a) Check if water isolating valve is 
correctly and/or filling    fully open, and check for obstructions  
continuously     in the water supply line. 
       
      (b)  Check if overflow pipe is seated 

correctly in wash tank, and check for 
foreign matter under the O-ring of the 
pipe. 

 
      (c)  Check for obstruction in the water 

supply solenoid valve and clean if 
necessary. Check diaphragm and 
replace if punctured. 
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Problem     Possible cause and remedy 
 
 

Poor wash     (a) Check that detergent feeder to 
machine is operating correctly. 

 
      (b)  Check for foreign matter in wash arm 

jets. Clean if necessary. On the 
B-42P also check for foreign matter in the 
upper fixed jets. 

 
      (c)  Check that items to be washed are 

correctly placed in racks. 
 
      (d)  Check temperature of wash tank. If  
      incorrect check thermostat settings and 
      heating element. 
 
      (e)  Check that the wash pump is 

functioning. 
        
 
Poor rinse     (a) Check that water pressure to machine 

is not less than 200 kPa.  If so, ensure 
that the water isolating valve is fully open. 

 
      (b)  Check rinse jets for foreign matter 

and clean if necessary. 
 
      (c)  Check that the water supply solenoid 

valve is functioning correctly. 
 
      (d)  Check that the line strainer is not 

partially blocked. If so, remove and clean 
filter. 

  
 

Insufficient rinse    (a) Ensure that temperature of 
temperature     incoming water supply is at least 65OC. 
 
      (b)  Check that boiler thermostat is set 

correctly and functioning. 
 
      (c)  Check elements. 
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B42 EXPORT MODEL 

9 

 
 
The B42 supplied for export differs from Australian models as follows: 
 
1. A rinse pressure booster pump is fitted as standard to cope  
 with incoming hot water pressure as low as 47 kPa. The hot  
 water supply hose should be fitted to the rinse pump and not to  
 the 3/4” B.S.P. isolating valve as stated in section 4.5. 
 
2. Vacuum breakers are not fitted to export machines, but are  
 available as an optional extra. 
 
3. Export models may include 435 x 435mm racks in lieu of 400 x  
 400mm racks. 
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ESWOOD AUSTRALIA BRANCHES 

10 

 
 

For inquiries please call your nearest state branch: 
 
   Goldstein-Eswood (Head office) 
   211-213 Woodpark Road, 
   Smithfield, 
   New South Wales, 2164. 
   Phone:  (02) 9604 7333 
   Fax:  (02) 9604 5420 
 
 
Goldstein-Eswood                  Goldstein-Eswood 
Unit 13,            Unit 3, 
260-264 Wickham Road,         49 Logan Road, 
Moorabbin,            Woolloongabba,  
Victoria, 3189.           Queensland, 4102. 
Phone:  (03) 9553 1355         Phone:  (07) 3891 1466 
Fax:  (03) 9553 0785         Fax:  (07) 3393 1333 
 
 
Goldstein-Eswood                   Goldstein-Eswood 
Suite 26,            10 Wittenberg Drive, 
283-287 Sir Donald Bradman Drive        Canning Vale, 
Brooklyn Park,           Western Australia, 6155. 
South Australia, 5032.    
Phone:  (08) 8238 3423         Phone:  (08) 9456 0559 
Fax:  (08) 8238 3400         Fax:  (08) 9456 0554                                                       

 

 

 

 

                                                             

 

 

                                                                

 

                 

                                                                                     

                                                    
 


